
Industrial Joystick Controller Series - 824
   
                                        
   
  

 Wide Angle 

'Finger Joystick'
 
   -  Single or Dual Axes
 

   - Wide Operating Angle
 

   -  High Accuracy
 

   -  5,000,000 Operations
 

   - Smooth Operation
   

   
Low profile, miniaturized joystick offers high precision, long life with a wide operating angle for fine control. 
Available in a single or dual axes configuration with or without spring return to center per axis. Rubber 
protection boot available. Center tapped potentiometer and non standard resistance values are also available. 

   
Technical Data
Handle Operating Angle     ± 30º  ... ±35º  (X & Y axes) 
Operating Force (X & Y axes) Approx. 0.2 ~ 0.6N (20 ~ 60gf) without spring return incorporated 

Operating Force (X & Y axes) Approx. 0.7 ~ 1.5N (70 ~ 150gf) with spring return incorporated 

Operating Temperature -20ºC - +65ºC
Center Return Accuracy ±2% (spring return version)
Vibration 10 - 55hz, 10g per MIL-STD-202F-204
Shock 30g per MIL-STD-202F-213
Life Span typically 5 million operations
Weight about 170 grams
Terminals AMP 110 or equivalent (2.8 X 0.5mm)
IP Rating 40  (IP54 with rubber boot)

Potentiometer Specifications
Element     Conductive Plastic (co-molded) 
Resolution Essentially infinite 

Resistance 10K ohms 

Resistance Tolerance ±15% 

Linearity ±3% 

Output Smoothness < 0.2% against input voltage 

Contact Resistance Variation < 5% (CRV) 
Power 0.2W @ 40ºC
Electrical Angle about 60º
Wiper Current 1mA (max.)



Standard Dimensions (mm)

Available Lever Operating Patterns
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